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Photovoltaic (PV) Module(s)

001DE23B9NF

DualSun SAS

13453 Marseille Cedex 13, France
2 rue Marc Donadille - CS 80001

Dualsun SAS
31 ZA du Champ
01640 Jujurieux, France

DualSun SAS

13453 Marseille Cedex 13, France
2 rue Marc Donadille - CS 80001

TÜV Rheinland LGA Products GmbH
Tillystr. 2, 90431 Nürnberg, Germany
Phone + 49 221 806-1371
Fax   + 49 221 806-3935
Mail: cert-validity@de.tuv.com
Web : www.tuv.com

Pmax = 420W - 440W ±3%

Maximum System Voltage: 1500V
(see test report page 8 for additional ratings)

DualSun

DSTIxxxM12-B320SBB7 (xxx = 420-440 in increments of 5)
DSTNxxxM12-B320SBB7 (xxx = 420-440 in increments of 5)

PV modules with attached thermal absorber
Thermal characteristics and thermal performance not covered
by below listed standards.



IEC 61730-2:2016
IEC 61730-1:2016

DE　2-038845-A1

2023-06-05 Dipl.-Ing. A. Cox

Photovoltaic (PV) Module(s)

002DE23FCAV

DualSun SAS

13453 Marseille Cedex 13, France
2 rue Marc Donadille - CS 80001

Dualsun SAS
31 ZA du Champ
01640 Jujurieux, France

DualSun SAS

13453 Marseille Cedex 13, France
2 rue Marc Donadille - CS 80001

TÜV Rheinland LGA Products GmbH
Tillystr. 2, 90431 Nürnberg, Germany
Phone + 49 221 806-1371
Fax   + 49 221 806-3935
Mail: cert-validity@de.tuv.com
Web : www.tuv.com

Pmax = 420W - 440W ±3%

Maximum System Voltage: 1500V
(see test report page 10 for additional ratings)

DualSun

DSTIxxxM12-B320SBB7 (xxx = 420-440 in increments of 5)
DSTNxxxM12-B320SBB7 (xxx = 420-440 in increments of 5)

PV modules with attached thermal absorber
Thermal characteristics and thermal performance not covered
by below listed standards.
Admin. correction: Supplementary information for MST 42


